**FINISH LEGEND**

**KEY NOTES**

1. All materials shown are subject to availability. Colors and finishes not guaranteed unless otherwise specified.
2. Equipment sizes not shown to scale. See equipment drawings for sizes.
3. Electrical power outlets shown are subject to change and may vary in size and location.
4. Architect to check all dimensions, elevations and areas.

**GENERAL NOTES**

1. All materials shown are subject to availability. Colors and finishes not guaranteed unless otherwise specified.
2. Equipment sizes not shown to scale. See equipment drawings for sizes.
3. Electrical power outlets shown are subject to change and may vary in size and location.
4. Architect to check all dimensions, elevations and areas.

**SCOPE OF WORK - FLOOR PLAN**

- **Work Area:** Weight Room
- **Project:** Rec Center Remodel
- **Location:** Glassboro, NJ
- **Scale:** 1/4" = 1'-0"
- **Drawn By:** MLBKB/JH
- **Issued For Review:** 9/1/17
- **Issued For DCA Submission:** 12/4/17
- **Copyright 2015 Blackney Hayes Architects"
KEY NOTES

- REMOVE EXISTING CEILING TILES AND GRID. INSTALL NEW CEILING (ACT-1) AT SAME HEIGHT AND LAYOUT AS EXISTING CEILING. REMOVE EXISTING LIGHT FIXTURES, INSTALL NEW 2X4 LED (TYPE C) FIXTURES IN SAME LOCATION AS EXISTING WHERE REMOVED, TIE NEW LIGHTS INTO CIRCUIT AND SWITCH OF EXISTING LIGHTS THAT WERE REMOVED. SALVAGE ANY DEVICES FOR RE-INSTALLATION AT SAME LOCATION. NOT LIMITED TO MECHANICAL GRILLS/REGISTERS, FIRE ALARM AND PROTECTION, EXIT SIGNS, OCCUPANCY SENSORS AND SPEAKERS.
- INSTALL NEW CEILING GRID IN SAME LOCATION AS PREVIOUSLY EXISTING CEILING. RE-INSTALL ALL DEVICES, LIGHT FIXTURES, GRILLS AND DIFFUSERS, ELECTRICAL AND LIFE SAFETY IN SAME LOCATION AS EXISTING. REFER TO LIGHTING LEGEND FOR WEIGHT ROOM RECESSED LIGHT FIXTURE SPEC. REFER TO ELECTRICAL DRAWINGS.
- REMOVE EXISTING WALL SCONCES FROM WALL. PATCH CMU AND PREP FOR NEW PAINT. INSTALL NEW DOWN LIGHTS IN EXISTING CEILING (TYPE A AND B) REPLACE DAMAGED CEILING TILES TO MATCH EXISTING AS REQUIRED. SWITCH NEW LIGHT FIXTURES TOGETHER TO TIE INTO EXISTING STAIRWELL LIGHT FIXTURES. REFER TO ELECTRICAL DRAWINGS.
- USE EMERGENCY FIXTURES AS REQUIRED ON ELECTRICAL DRAWINGS.

LIGHTING LEGEND

- LED DIRECT/INDIRECT 2X4 RECESSED FIXTURE
- LED HIGH HAT 6"
- LIGHTING LEGEND
- WEIGHT ROOM RECESSED LIGHTING SPEC
- EXISTING SUPPLY REGISTER TO BE TEMPORARILY REMOVED, CLEANED AND RELOCATED
- EXISTING RETURN REGISTER TO BE TEMPORARILY REMOVED, CLEANED AND RELOCATED
- EXISTING SPRINKLER HEAD. REMOVE ESCUTCHEON CAPS AND REPLACE WITH NEW
- EXISTING EXIT SIGN. REMOVE FOR CONSTRUCTION AND RE-INSTALL.
- ARMSTRONG ULTIMA WHITE, 2X4 TEGULAR BEVELED (CONFIRM CEILING PROFILE MATCHES EXISTING TILE PRIOR TO ORDERING FOR COORDINATION WITH HEIGHTS OF EXISTING SPRINKLER HEADS)
- SUPERFINE XL 9/16"

Warning: Actual conditions may vary from conditions shown on this drawing. Confirm all information in the field before proceeding with any work and notify the Architect in writing if a variation is discovered.