LEARNING COMMONS RENOVATIONS
AT THE
COOPER MEDICAL SCHOOL OF ROWAN UNIVERSITY
401 B. BROADWAY
CAMDEN, NJ 08103
BLOCK 190, LOT 50

STORIES

MEP

LEARNING COMMONS RENOVATIONS

ED-101 ELECTRICAL FIRST FLOOR PLAN - DEMOLITION

QUALITY

SUMMARY WORK

DESIGN INTENT. INSTALLATION OF ANY WORK THAT DOES NOT COMPLY WITH THE DESIGN INTENT, AS DETERMINED BY THE
01.11 THE SINGLE OVERALL PRIME CONTRACTOR BEARS SOLE SOURCE RESPONSIBILITY FOR THE COORDINATION OF THE
01.01 ANY ADDITIONAL INFORMATION THAT IS NOT PART OF THE CONSTRUCTION DOCUMENTS, SUCH AS, BUT NOT

REQUIREMENTS

TRADESMAN TRAINED FOR PATCHING THE PARTICULAR FINISH INVOLVED.

REQUIREMENTS THROUGHOUT. DETAILS NOTED "TYPICAL" IMPLY ALL "LIKE-CONDITIONS" ARE TO BE TREATED SIMILARLY.

01.24 ANY/ALL EQUIPMENT PROVIDED SHALL BE INSTALLED TO BE COMPLETELY FUNCTIONAL. EACH PIECE OF EQUIPMENT PROVIDED

01.23 CONTRACTOR SHALL FIRE STOP/SMOKE PROOF ANY/ALL PENETRATIONS AS REQUIRED TO MAINTAIN THE DESIGNATED FIRE

10.02 FIRE EXTINGUISHER TYPE, CABINET, QUANTITY, AND LOCATION SHALL BE REVIEWED AND COORDINATED

PRIOR TO FABRICATION & INSTALLATION OF GLAZING TO ASSURE THAT PROPER GLASS TYPE (SAFETY, FIRE

A BASIS FOR AN EXTENSION OF TIME.

INTENT OF THE CONTRACT DOCUMENTS. FURTHERMORE, ANY SUCH ADDITIONAL REVIEW TIME SHALL NOT BE

INSTRUCTIONS

APPLICATION OF MATERIALS AND INSTRUMENTATION TO A WORK TASK IS A REQUIREMENT FOR ITS INSTALLATION

DESIGN INTENT. INSTALLATION OF ANY WORK THAT DOES NOT COMPLY WITH THE DESIGN INTENT, AS DETERMINED BY THE
01.11 THE SINGLE OVERALL PRIME CONTRACTOR BEARS SOLE SOURCE RESPONSIBILITY FOR THE COORDINATION OF THE
01.01 ANY ADDITIONAL INFORMATION THAT IS NOT PART OF THE CONSTRUCTION DOCUMENTS, SUCH AS, BUT NOT

REQUIREMENTS

TRADESMAN TRAINED FOR PATCHING THE PARTICULAR FINISH INVOLVED.

REQUIREMENTS THROUGHOUT. DETAILS NOTED "TYPICAL" IMPLY ALL "LIKE-CONDITIONS" ARE TO BE TREATED SIMILARLY.

01.24 ANY/ALL EQUIPMENT PROVIDED SHALL BE INSTALLED TO BE COMPLETELY FUNCTIONAL. EACH PIECE OF EQUIPMENT PROVIDED

01.23 CONTRACTOR SHALL FIRE STOP/SMOKE PROOF ANY/ALL PENETRATIONS AS REQUIRED TO MAINTAIN THE DESIGNATED FIRE

10.02 FIRE EXTINGUISHER TYPE, CABINET, QUANTITY, AND LOCATION SHALL BE REVIEWED AND COORDINATED

PRIOR TO FABRICATION & INSTALLATION OF GLAZING TO ASSURE THAT PROPER GLASS TYPE (SAFETY, FIRE

A BASIS FOR AN EXTENSION OF TIME.

INTENT OF THE CONTRACT DOCUMENTS. FURTHERMORE, ANY SUCH ADDITIONAL REVIEW TIME SHALL NOT BE

INSTRUCTIONS

APPLICATION OF MATERIALS AND INSTRUMENTATION TO A WORK TASK IS A REQUIREMENT FOR ITS INSTALLATION

DESIGN INTENT. INSTALLATION OF ANY WORK THAT DOES NOT COMPLY WITH THE DESIGN INTENT, AS DETERMINED BY THE
01.11 THE SINGLE OVERALL PRIME CONTRACTOR BEARS SOLE SOURCE RESPONSIBILITY FOR THE COORDINATION OF THE
01.01 ANY ADDITIONAL INFORMATION THAT IS NOT PART OF THE CONSTRUCTION DOCUMENTS, SUCH AS, BUT NOT

REQUIREMENTS

TRADESMAN TRAINED FOR PATCHING THE PARTICULAR FINISH INVOLVED.

REQUIREMENTS THROUGHOUT. DETAILS NOTED "TYPICAL" IMPLY ALL "LIKE-CONDITIONS" ARE TO BE TREATED SIMILARLY.

01.24 ANY/ALL EQUIPMENT PROVIDED SHALL BE INSTALLED TO BE COMPLETELY FUNCTIONAL. EACH PIECE OF EQUIPMENT PROVIDED

01.23 CONTRACTOR SHALL FIRE STOP/SMOKE PROOF ANY/ALL PENETRATIONS AS REQUIRED TO MAINTAIN THE DESIGNATED FIRE

10.02 FIRE EXTINGUISHER TYPE, CABINET, QUANTITY, AND LOCATION SHALL BE REVIEWED AND COORDINATED

PRIOR TO FABRICATION & INSTALLATION OF GLAZING TO ASSURE THAT PROPER GLASS TYPE (SAFETY, FIRE

A BASIS FOR AN EXTENSION OF TIME.

INTENT OF THE CONTRACT DOCUMENTS. FURTHERMORE, ANY SUCH ADDITIONAL REVIEW TIME SHALL NOT BE

INSTRUCTIONS

APPLICATION OF MATERIALS AND INSTRUMENTATION TO A WORK TASK IS A REQUIREMENT FOR ITS INSTALLATION
WALL MOUNTED TV DETAIL

**Wall Types**

A. 1/2" Gypsum Board (Height, No. of Layers & Material Varies - See Plans for Details)

B. 1 1/4" Gypsum Board

C. 2 3/8" Gypsum Board

**Details**

- **Top Runner**: Baked-Mounted Beams See Area For Reinfaction of Beam
- **Bottom Runner**: Contraction Beams 1/2" (By Others) - Contraction To Wall
- **Metal Stud**: 2" (By Others)
- **Concrete Beam**: 2" Beam (When Required)
- **Plates**: Metal Plate Fastened To Metal Stud
- **Insulation**: As It Occurs - See Plans
- **Sealant**: Both Sides
- **Metal Stud**: Firestopping - Compress Min. 30%

**Notes**

- This Document is the property and copyright of USA Architects for the
- USA Architects
- 103 Market Street, Suite 3000
- Philadelphia, Pennsylvania 19107
- (215) 928-3788
- Scale USA Project No. TCS SD
- Somerville, NJ 08876
- +1-908-722-2300

**Table**

<table>
<thead>
<tr>
<th>Wall Type</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/2&quot; Gypsum Board</td>
<td>Height, No. of Layers &amp; Material Varies - See Plans for Details</td>
</tr>
<tr>
<td>1 1/4&quot; Gypsum Board</td>
<td></td>
</tr>
<tr>
<td>2 3/8&quot; Gypsum Board</td>
<td></td>
</tr>
</tbody>
</table>

**Contact Information**

- Daniel J. Fortunato, AIA
- 20 N. Doughty Avenue
- 2
- 2017-091

- Mitch Miller, AIA, FCSI, CCS
- CAMDEN, NJ 08103
- +1-908.722.2300

- Paul R. Swartz, AIA
- LEARNING COMMONS
- CAMDEN, NJ 08103
- +1-908.722.2300

**References**

- Fire Rating Management
- Ceiling Management
- Structural Drawings
- Plans and Partition Types

**Abbreviations**

- STC
- C2
- AI11646

**Notes**

- Note: Wall Types Are Numbered Sequentially. If Wall Types Skip Sequence, The Omitted Type Is Not Used.